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MonteringsvejledningInstruzioni di montaggio

Montage instruktic

Instructions de montage

Montageanletiung

P65 K08I I

kg

IEC
EN60598

kg400W250W

SON 250W/400W E40

HPI-P 250W/745 BU E40

BY150P 1xSON250/400W IC

BY150P 1xSON250/400W AUX IC

BY150P 1xSON250W EL1 IC

EcoClassic30 105W E27 230V T32

MASTER PL-C 18W/840/4P

SON 250W E40

SON 250W/400W E40

HPI-P 250W/400W/745 BU E40

HPI-P 250W/400W/745 BU E40

EcoClassic30 105W E27 230V T32

MASTER PL-C 18W/840/4P

BY150P 1xHPI-P250/400W-BU IC

BY150P 1xHPI-P250/400W-BU AUX IC

BY150P 1xHPI-P250W-BU EL1 IC
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Install the safety screw
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Install the safety chain using one of the 4 holes
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Replace any cracked safety screen
Minimum distance between lamp

and any combustible materials:

see symbol on luminaire

Disconnect the unit before

changing the lamp

Accessories:

1. Reflector: BY150G R

2. Glass: BY150Z GC

3. Bracket: BY150Z MB

4. Hooks: BY150Z CH


